## DECLARATION OF PERFORMANCE

No. DoP-CPR-001

1. **Unique identification code of the product type:**
   Decorative wallcoverings

2. **Type, batch or serial number or any other element allowing identification of the construction product:**
   Refer to packaging label

3. **Intended uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the manufacturer:**
   Use as wall covering(s) within a building according to the manufacturer’s specification and installation practices in accordance with EN 15102:2007 + A1:2011

4. **Name, registered trade name or registered trade mark and contact address of the manufacturer:**
   The Design Department b.v. – Staalsteden 31 – 7547 TA – Enschede – The Netherlands

5. **Where applicable, name and contact address of the authorised representative (distributor, importer):**
   Not applicable

6. **System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:**
   System 4 (according to EN 15102, table ZA 2)

7. **In case of the declaration of performance concerning a construction product covered by a harmonised standard:**
   EN 15102:2007

8. **In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:**
   Not applicable

9. **Declared performance:**

<table>
<thead>
<tr>
<th>Essential characteristic</th>
<th>Performance</th>
<th>Harmonised technical specification</th>
<th>Essential characteristic</th>
<th>Performance</th>
<th>Harmonised technical specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Reaction to fire</td>
<td>Class D-s3, d2</td>
<td></td>
<td>Release of vinyl Chloride monomer</td>
<td>&lt;0.2 mg/kg</td>
<td></td>
</tr>
<tr>
<td>EN 13501-1</td>
<td></td>
<td></td>
<td>EN 12149-B</td>
<td></td>
<td></td>
</tr>
<tr>
<td>EN 12149-C</td>
<td></td>
<td></td>
<td>ISO 354</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Release of heavy metals</td>
<td>Passed</td>
<td></td>
<td>Thermal resistance</td>
<td>NPD</td>
<td></td>
</tr>
<tr>
<td>EN 12149-B</td>
<td></td>
<td></td>
<td>EN 12524 or EN 12667</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

10. **The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.**

Signed for and on behalf of the manufacturer by:

Joost Eijffinger, Managing Director
Enschede, 10 April 2017