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Quick operation manual of DTSU666-□series and DSSU666-□series 
Digital Three-Phase Energy Meter 

 Thank you for using the products of Zhejiang CHINT Instrument & Meter Co., Ltd. In order to have a 
safe and correct use of the instrument, please read this manual carefully and make sure to pay attention to 
the following points in use:  

¾ This instrument must be installed and maintained by the qualified professionals;  
¾ The input signals and auxiliary power supply must be cut off before wiring of the instrument;  
¾ Make sure every part of the instrument without voltage by continuously using appropriate 

voltage detection device; 
The following conditions will lead to the damage or abnormal operation of the device: 

¾ Incorrect ratio setting of the instrument; 
¾ Out of range of auxiliary power supply、voltage、current、frequency； 
¾ Incorrect input polarity of current or voltage; 
¾ The terminals are not connected according to the requirements; 
 

1. Technical parameters 
Table 1 

Technical parameters Index  

Input 
signal 

Measuring network 3 phase 3 wire(DSSU666□series)  
3 phase 4 wire(DTSU666□series) 

Voltage  

Rated value 
3 phase 3 wire AC 3×380V；AC 3×400V 
3 phase 4 wire AC 3×220/380V；AC 3×230/400V 

Operating 
voltage 0.7Un—1.2Un 

Consumption  ≤8VA/1W(per phase) 
Resistance  ＞500kΩ 

Current  
Rated value 

3 phase 3 wire AC 5(80)A 
3 phase 4 wire AC 1.5(6)A 

Consumption ≤1VA(per phase)  
Resistance  ＜20mΩ(per phase) 

Frequency  Input range 45Hz～65Hz 

Output  

Display  LCD display  

DSSU666□and 
DTSU666□series 

Active energy Class1 resolving power 0.01kWh 
Reactive energy Class 2 resolving power 0.01kvarh 
Active energy Class 0.5S resolving power 0.01kWh 

Reactive energy Class 2 resolving power 0.01kvarh 

Energy  

Energy 
measurement 

forward、reverse active energy, 
 four-quadrant reactive energy.  

Pulse constant 

AC 3×380V； 
AC 3×400V 

AC 
1.5(6)A 

6400imp/kWh(imp/kvarh) 

AC 3×380V； 
AC 3×400V 

AC 
5(80)A 

400imp/kWh(imp/kvarh) 

AC 3×220/380V；

AC 3×230/400V 
AC 

1.5(6)A 
6400imp/kWh(imp/kvarh) 
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AC 3×220/380V；

AC 3×230/400V 
AC 

5(80)A 
400imp/kWh(imp/kvarh) 

Pulse signal 
output 

Supply active、reactive energy optical signal and 
optocoupler collector open-circuit electrical signal impulse 

output, pulse length:80±16ms。 

Auxiliary 
function Protocol  

Support MODBUS-RTU or DL / T645-2007 
communication Consultation (switchtable), Baud rate 

support 2400bps, 4800bps, 9600bp. 
Note 1：the other performance index, indoor table reference IEC 62053 - 21 requirements.  

2. Wiring instructions:  

        
 Figure 1 DTSU666-□series                            Figure 2 DSSU666-□series 

        
Figure 3 DTSU666-□series                             Figure 4 DSSU666-□series 

Current signal wire 
1-------L1*(phase L1 current input line)      3------L1(phase L1 current output line)  
4-------L2*(phase L2 current input line)      6------L2(phase L2 current output line )  
7-------L3*(phase L3 current input line)      9------L3(phase L3 current output line ) 

Voltage signal wire 
2-------L1(phase L1 voltage line)          5-------L2(phase L2 voltage line)  
8-------L3(phase L3 voltage line)         11-------UN(Neutral line) 

RS485 communication line 
15-------A（RS485-A）                 16-------B（RS485-B） 

Energy pulse output line   
20-------active ,reactive energy pulse +              21------- Energy pulse – 

3. Instructions of programming parameters 

Instruction of keys: “ ” means “confirm”， “  ”means “exit”, “  ”means “add”. Input 
the password(assumed to be 701),enter the submenu item of “system settings”(when the system is set 
to third rows of digital display, the first row of hidden): 
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Figure 5 the settings of the common parameters 

4. Installation size 
Table2 

Model Shell size（width×length×depth） DIN rail for 
mounting 

DTSU666-□series 
DSSU666-□series 126mmx89mmx76mm 35mm 

   
Figure 6 outside view 
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5. communication 
Factory setting: DL/T 645-2007 protocol, Parity(E.1), Baud Rate(9600bps),Meter Address see 

lable. 
The RS485 communication supports DLT 645-2007 protocol or ModBus_RTU protocol, DLT 

645-2007 supports read Meter Address, (current) total import active energy, (current) export active 
energy, (current)quadrants Ⅰ  reactive energy, (current)quadrants Ⅱ  reactive energy, 
(current)quadrants Ⅲ reactive energy, (current)quadrants Ⅳ reactive energy, voltage, current, active 
power, reactive power, power factor,frequency. 

ModBus_RTU protocol, Parity(n.2), Baud Rate(9600bps),Meter Address see lable.  
Table 3 ModBus Register Address 

Parameter 
address 

Parameter 
code 

Instruction of the 
parameters Type of data 

Length 
of data  
Word 

Read&write 
attributes 

Keyboard parameters（detailed function see the instruction of the programming parameters，the actual value 
of the parameter with(*)＝ communication parameter value × 0.1） 

0000H REV. version  signed int 1 R/W 

0001H UCode Programming password 
codE signed int 1 R/W 

0002H ClrE 
Electric energy zero 

clearing CLr.E(1:zero 
clearing) 

signed int 1 R/W 

0003H net 
Selecting of the 

connection mode 
net(0:3P4W,13P3W) 

signed int 1 R/W 

0004H RESERVED reserved signed int 1 R/W 
0005H RESERVED reserved signed int 1 R/W 

0006H IrAt Current Transformer 
Ratio signed int 1 R/W 

0007H UrAt Potential Transformer 
Ratio(*) signed int 1 R/W 

000BH Meter type Meter type signed int 1 R 
002CH Protocol Protocol changing-over  signed int 1 R/W 

002DH Addr Communication address 
Addr signed int 1 R/W 

002EH bAud Communication baud rate 
bAud signed int 1 R/W 

002FH Second Second signed int 1 R/W 
0030H Minute Minute signed int 1 R/W 
0031H Hour Hour signed int 1 R/W 
0032H Day Day signed int 1 R/W 
0033H Month Month signed int 1 R/W 
0034H Year Year signed int 1 R/W 
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Electric quantity of the secondary side 

2000H Uab Line -line voltage, the 
unit is V(It is invalid for 3 

phase 4 wire) 

Floating  Inverse(AB CD) 2 R 
2002H Ubc Floating  Inverse(AB CD) 2 R 
2004H Uca Floating  Inverse(AB CD) 2 R 
2006H Ua Phase-phase voltage, the 

unit is V(It is invalid for 3 
phase 3 wire) 

Floating  Inverse(AB CD) 2 R 
2008H Ub Floating  Inverse(AB CD) 2 R 
200AH Uc Floating  Inverse(AB CD) 2 R 
200CH Ia The data of three phase 

current,the unit is A 
(Ib is invalid when three 

phase three wire) 

Floating  Inverse(AB CD) 2 R 
200EH Ib Floating  Inverse(AB CD) 2 R 

2010H Ic Floating  Inverse(AB CD) 2 R 

2012H Pt Conjunction active 
power，the unit is W Floating  Inverse(AB CD) 2 R 

2014H Pa A phase active power，the 
unit is W Floating  Inverse(AB CD) 2 R 

2016H Pb 

B phase active power，the 
unit is W 

(invalid when three phase 
three wire) 

Floating  Inverse(AB CD) 

2 

R 

2018H Pc C phase active power，the 
unit is W Floating  Inverse(AB CD) 2 R 

201AH Qt Conjunction reactive 
power，the unit is var Floating  Inverse(AB CD) 2 R 

201CH Qa A phase reactive power，
the unit is var Floating  Inverse(AB CD) 2 R 

201EH Qb 

B phase reactive power，
the unit is var 

(invalid when three phase 
three wire) 

Floating  Inverse(AB CD) 

2 

R 

2020H Qc C phase reactive power，
the unit is var Floating  Inverse(AB CD) 2 R 

202AH PFt Conjunction power factor Floating  Inverse(AB CD) 2 R 

202CH PFa 
A phase power factor 

(invalid when three phase 
three wire) 

Floating  Inverse(AB CD) 
2 

R 

202EH PFb 
B phase power factor 

(invalid when three phase 
three wire) 

Floating  Inverse(AB CD) 
2 

R 

2030H PFc 
C phase power factor 

(invalid when three phase 
three wire) 

Floating  Inverse(AB CD) 
2 

R 

2044H Freq Frequency  Floating  Inverse(AB CD) 2 R 

2050H DmPt Total active power 
demand  Floating  Inverse(AB CD) 2 R 

Electrical data of the secondary side 

401EH ImpEp (current)positive active Floating  Inverse(AB CD) 2 R 
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total energy  
4020H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4022H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4024H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4026H RESERVED reserved Floating  Inverse(AB CD) 2 R 

4028H ExpEp (current)negative active 
total energy  Floating  Inverse(AB CD) 2 R 

402AH RESERVED reserved Floating  Inverse(AB CD) 2 R 
402CH RESERVED reserved Floating  Inverse(AB CD) 2 R 
402EH RESERVED reserved Floating  Inverse(AB CD) 2 R 
4030H RESERVED reserved Floating  Inverse(AB CD) 2 R 

4032H Q1Eq (current) quadrant Ⅰ
reactive total energy  Floating  Inverse(AB CD) 2 R 

4034H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4036H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4038H RESERVED reserved Floating  Inverse(AB CD) 2 R 
403AH RESERVED reserved Floating  Inverse(AB CD) 2 R 

403CH Q2Eq (current) quadrant Ⅱ
reactive total energy  Floating  Inverse(AB CD) 2 R 

403EH RESERVED reserved Floating  Inverse(AB CD) 2 R 
4040H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4042H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4044H RESERVED reserved Floating  Inverse(AB CD) 2 R 

4046H Q3Eq (current) quadrant Ⅲ
reactive total energy Floating  Inverse(AB CD) 2 R 

4048H RESERVED reserved Floating  Inverse(AB CD) 2 R 
404AH RESERVED reserved Floating  Inverse(AB CD) 2 R 
404CH RESERVED reserved Floating  Inverse(AB CD) 2 R 
404EH RESERVED reserved Floating  Inverse(AB CD) 2 R 

4050H Q4Eq (current) quadrant Ⅳ 
reactive total energy Floating  Inverse(AB CD) 2 R 

4052H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4054H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4056H RESERVED reserved Floating  Inverse(AB CD) 2 R 
4058H RESERVED reserved Floating  Inverse(AB CD) 2 R 

All the electric quantity data read by the communication is quadratic numerical, the rate is excluded, 

complement numbers are the representation of negative numbers. Following is the detailed conversion 

method. 
Table 1 

Parameter 
name Conversion formula  Unit Parameter item 

Voltage U = URMSx(x=a、b、c)×(UrAt×0.1)×0.1 V Ua,Ub,Uc,Uab,Ubc,Uca 
current I = IRMSx(x=a、b、c) ×IrAt×0.001 A Ia,Ib,Ic 

Active power P = Px(x=a、b、c)×(UrAt×0.1)×IrAt×0.1 W Pt,Pa,Pb,Pc 
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Reactive power Q = Qx(x=a、b、c)×(UrAt×0.1)×IrAt×0.1 var Pt,Qa,Qb,Qc 
Power factor PF = PFx(x=a、b、c、t)×0.001  PFa,PFb,PFc,PFt 
Frequency  F  = Freq×0.01 Hz F 

Energy  Ep = E× UrAt×IrAt kWh 
kvarh 

ImpEp，ExpEp，Q1Eq，
Q2Eq，Q3Eq，Q4Eq 

 Note: When Potential Transformer(Pt) is 1, The value of UrAt is 10. 
 
 
 
 
 
 
 
Manufacturer：Zhejiang CHINT Instrument&Meter Co.,Ltd. 
Address：Bridge Industrial Zone,325603 Wenzhou,Zhejiang,China 
P.C    ：325603 
Technical Support Hotline：0571-56977777-7659   86-15858113737 
Quality Complaints：0577-62919999   8008577777 
Counterfeit Complaints Hotline：0577-62789987 
Website：http：//www.chint.com 
Email：ztyb＠chint.com 
Publication date: May, 2016 



72  mm

Tamaño  del  
cable:  17~23AWG  o  
0,25~1mm²  ≥5AWG  o  ≤16mm²

Voltaje  soportado  del  cable:  600V

614.00375.00

24  25

un  b

0301

Guía  de  instalación

02

Red

CA  y  carga

cables  a  los  puertos  1/3/4/6/7/9  del  medidor  respectivamente.

DTSU666-CT

DTSU666

RS485

¡Peligro  de  muerte  por  alto  voltaje  de  esta  máquina!
¡Peligro  de  alto  voltaje!

matriz  fotovoltaica

CARGA

Connecticut

Connecticut

Connecticut

PS:  El  color  del  cable  de  comunicación  en  el

Paso  2:  Conexión  del  cable  de  voltaje  1.  

1.Conecte  los  cables  L  con  los  puertos  2/5/8  del  medidor.
2.Conecte  el  cable  N  con  el  puerto  10  del  medidor. 
3.Conecte  los  cables    CT  e  inserte  el  CT

1  Montaje

3.Conecte  el  cable  de  comunicación  del  medidor  y  el  
inversor  con  referencia  al  manual  del  inversor.

2,5,8,10

1  Características  básicas

3  Conexión  del  cableado  

Paso  1:  Conexión  del  terminal  RS485  1.  
Prepare  un  cable  de  comunicación.

1,3,4,6,7,9

www.solaxpower.com

El  cable  se  utiliza  para  el  mismo  identificador  de  puerto  de  
comunicación  entre  el  inversor  y  el  medidor.

2  terminales  y  dimensión

El  medidor  DTSU666-CT  está  diseñado  para  instalación  en  interiores,  se  
puede  instalar  en  la  pared  o  en  otro  lugar  interior.

24,25 Puerto  RS485

Puerto  de  adquisición  de  voltaje

4.Conecte  el  otro  extremo  del  cable  de  comunicación  al  puerto  

24  y  25  del  medidor.  Consulte  la  figura  a  continuación  para  ver  la  
conexión.
Tenga  en  cuenta  que  la  misma  comunicación  de  color

Puerto  de  entrada  trifásico

2  Diagrama  de  cableado

2.Dispare  el  aislamiento  del  cable  de  comunicación.

la  figura  es  solo  para  referencia.  Consulte  la  situación  real  
para  la  conexión  específica.

puerto  de  entrada  del  TC

Introducción

Connecticut

Connecticut

Connecticut

*

*

*

¡Corte  toda  la  energía  del  inversor  antes  de  la  instalación!

Solo  el  personal  autorizado  puede  establecer  la  
conexión.

El  medidor  DTSU666-CT  puede  lograr  la  administración  de  energía  junto  con  
el  inversor  trifásico  solax.  Se  aplica  al  sistema  200A  a  continuación,  mide  
la  importación,  exportación  y  potencia  y  energía  totales.

Espere  5  minutos  después  de  apagar.

100  mm

INV

04 05

B

C
norte

A

Medidor  de  energía Inversor  Solax

Red  eléctrica

InstalaciónNotas  y  seguridad

Medidor  de  energía
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Reglamento  de  garantía Formulario  de  registro  de  garantía

06 0  7 0  9 1  00  8

V

Descripción  de  la  pantalla  LCD

Para  registrar  su  producto  SolaX,  envíe  esta  tarjeta  de  garantía  a:

3:  Operar  las  unidades  con  equipo  de  protección  defectuoso.

SolaX  otorga  una  garantía  de  12  meses  como  estándar.  A  partir  de  la  
fecha  de  la  factura  de  compra  marcada.  SolaX  solo  realizará  el  servicio  de  
garantía  cuando  la  unidad  defectuosa  se  devuelva  a  SolaX  junto  con  una  
copia  de  la  factura  y  la  tarjeta  de  garantía  emitidas  por  el  distribuidor  y  
el  fabricante  a  los  usuarios.  Además,  la  placa  de  características  de  la  
unidad  debe  ser  totalmente  legible.  Si  estos  requisitos  no  se  cumplen,  
SolaX  se  reserva  el  derecho  de  todos  los  términos  y  condiciones  de  la  
garantía.

4:  Influencia  de  objetos  extraños  y  fuerza  mayor.
5:  Ventilación  inadecuada.

Exclusión  de  
responsabilidad  Las  reclamaciones  de  garantía  están  excluidas  por  daños  
directos  

o  indirectos  debido  a:  1:  Uso  de  la  unidad  de  manera  no  prevista,  instalación  
incorrecta  e  instalación  que  no  cumple  con  los  estándares,  operación  
incorrecta  y  modificación  no  autorizada  de  las  unidades  o  intento  de  
reparación.

Ejemplo

6:  Violar  las  normas  de  seguridad  pertinentes.

2:  Sin  tarjeta  de  garantía  y  número  de  serie.

Términos  y  condiciones

AÑADIR:  Habitación  506  West  Buliding  A  Sci.  y  Tech  Park  of  
Zhejiang  University  No.525,  Xixi  Road,  Hangzhou  
Zhejiang  Province,  China  310007  

Tel:  +86  571  56260011  Fax:  +86  571  56075753  Correo  
electrónico:  service@solaxpower.com  
Web:  http://www.solaxpower.com/  El  
registro  de  garantía  en  línea  está  disponible  en  
http://ww  w.solaxpower.com/en/warranty-registration/

La  unidad  de  corriente  que  indica  que  los  datos  mostrados  por  la  pantalla  LCD  

son  actuales.

El  parámetro  de  fase  indica  que  los  datos  que  muestra  la  pantalla  LCD  son  un  
parámetro  de  fase.

Factor  de  potencia,  lo  que  indica  que  los  datos  que  muestra  la  pantalla  

LCD  son  factor  de  potencia.

C

LCD  es  potencia  activa.

La  línea  corriente  actual  es  la  sensibilidad.

Símbolo

Una  unidad  de  potencia  reactiva  que  indica  que  los  datos  mostrados  por

LCD  es  potencia  reactiva.

Una  unidad  de  frecuencia  que  indica  que  los  datos  mostrados

LCD  es  potencia  reactiva.

Determine  si  el  voltaje  trifásico  actual  es

Significado

La  línea  de  corriente  actual  es  capacitiva

variable

kvarh

LCD  es  potencia  activa.

faltantes  (los  Ix  ickers  correspondientes).

Significado

kWh

FP

Una  unidad  de  voltaje  que  indica  que  los  datos  mostrados  por  la  pantalla  LCD  

son  voltaje.

Una  unidad  de  potencia  reactiva  que  indica  que  los  datos  mostrados  por

por  la  pantalla  LCD  es  la  frecuencia

W

L

Determine  si  la  corriente  trifásica  actual  es

faltan  (los  correspondientes  Ux  ickers).

Símbolo

Identificación  del  estado  de  entrada  y  salida  del  interruptor  actual

La  unidad  de  potencia  activa  indica  que  los  datos  mostrados  por

Hz

La  unidad  de  potencia  activa  indica  que  los  datos  mostrados  por

Indicación  de  cuadrante  de  ejecución  actual

Período  de  tarifa  actual

A

País

Nombre  de  la  empresa  de  instalación

Fecha  de  entrega

Firma

Número  de  teléfono

Correo  electrónico

DIRECCIÓN

Código  postal

Nombre

Número  de  serie  del  producto

Fecha  de  puesta  en  servicio
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