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Wall lamp
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26001m Module
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22W LED
220-240V~50Hz
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104509/105956/105957/105958

22W LED
incl. LED Board: QL7001043
220-240V~50Hz
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(DE) Dieses Produkt enthilt eine Lichtquelle der Energieeffizienzklasse E QR EAN
(EN) This product contains a light source of energy efficiency class E

(FR) Ce produit comprend une source de lumiére de classe d'efficience énergétique E
(NL) Dit product bevat een lichtbron van energie-efficiéntieklasse E

(PL) Produkt ten zawiera zrédto Swiatta o klasie efektywnosci energetycznej E

(NO) Dette produktet inneholder en lyskilde i energieffektivitetsklasse E

(DK) Dette produkt indeholder en lyskilde af energieffektklasse E

104509:8718881128530
(SE) Denna produkt innehaller en ljuskalla i energieffektivitetsklass E 105956:8718881142673
(FI) Téama tuote sisaltaa energiatehokkuusluokan E valonlahteen 105957:8718881142680
105958:8718881142697

(IT) Questo prodotto contiene una sorgente luminosa della classe di efficienza energetica E
(ES) Este producto contiene una fuente de luz de la clase de eficiencia energética E

(CZ) Tento vyrobek obsahuje svételny zdroj tfidy energetické Gc¢innosti E

(PT) Este produto contém uma fonte de luz da classe de eficiéncia energética E

(GR) AuTO To TIPOIdV TIEPLEXEL LI PWTELVA TNy eVEPYELAKNG anmddoong KAdong E

(SK) Tento vyrobok obsahuje zdroj svetla triedy energetickej efektivity E

(DE) Durch einen Fachmann austauschbare Lichtquelle (nur LED)
(EN) Replaceable (LED only) light source by a professional.

(FR) Source de lumiére remplagable (LED uniquement) par un professionnel.
(NL) Lichtbron (alleen led) te vervangen door een professional.
(PL) Wymienne (tylko LED) zrédto swiatta wykonane przez profesjonaliste.
(NO) Utskiftbar (kun LED) lyskilde av en profesjonell.
(DK) Udskiftelig lyskilde (kun LED), udskiftes af en elektriker.
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’ (SE) Ljuskalla (endast LED) utbytbar genom fackman.
- (FI) Ammattilainen voi vaihtaa vaihdettavan (vain LED) valonldhteen.

i (IT) Sorgente luminosa (solo LED) sostituibile da un professionista.|
(ES) Fuente de luz (solo LED) sustituible por un profesional.
\ (€CZ) Vymeénitelny (pouze LED) svételny zdroj odbornikem.
(PT) Luz LED (apenas LED) substituivel por um profissional.
(GR) H ninyn ¢wtdg (Lovo LED) va avtikaBiotatat and enayyeApotio.
(SK) zdroj svetla (iba LED) vymenitelny prostrednictvom odbornika.

(DE) Durch einen Fachmann austauschbares Betriebsgerat.

(EN) Replaceable control gear by a professional.

(FR) Controleur remplagable par un professionnel.

(NL) Voorschakelapparatuur te vervangen door een professional.
(PL) Wymienny uktad sterujacy przez profesjonaliste.

(NO) Utskiftbar kontrollutstyr av en profesjonell.
(DK) Udskiftelig igangsaetter, udskiftes af en elektriker.
@ (SE) Styrdon utbytbart genom fackman.
(FI) Ammattilainen voi vaihtaa vaihdettavat ohjauslaitteet.
(IT) Dispositivo di controllo sostituibile da un professionista.
S (ES) Dispositivo de control sustituible por un profesional.
& (CZ) Vyménitelny predfadnik odbornikem.
(PT) Dispositivo de controlo substituivel por um profissional.
(GR) O e&omAlopdg eAéyxou va avtikadiotatal anod enayyeipatia.
(SK) Predradnik vymenitelny prostrednictvom odbornika.
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Please study the instruction manual and below information carefully before installing or using this product.
Please keep this user manual for further reference

1.

2.

10.
11.

12.

SAFETY INSTRUCTION

The luminaires may only be installed by authorized and qualified technicians according the valid

regulations for electrical installation.

Maintenance of the luminaires is limited to their surfaces. During maintenance no moisture can come
into contact with any areas of the terminal connections or voltage control parts.
The electrical supply must be switched off at the outset, preferably by means of a switch in the distribution
box, before any installation, maintenance or repair work is undertaken.

Exterior lighting must not be installed during rain.

Take account of the minimal separation distance from other objects and the room required around the fitting.
Ifin any doubt, consult a professional, taking local installation requirements into account. Some countries
stipulate that lighting may be installed only by registered installers.

Clamping screws in electrical connections must be adequately tightened. This is particularly the case with 12V
low voltage conductors.
When replacing a halogen lamp, wait for it to cool, for a minimum of 5 minutes.

Clean with a clean, dry cloth or brush, use no solvents or abrasives. Avoid dampness on all electrical
components

Take account of all available technical information.

Take note of the symbols when connecting wires:

N =Neutral L =Live @ =Earth

Meaning of symbols:
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